
PCX 3RLD I^^raJLEC^JAL property organizah
Intematioiial Bureau

INTERNATIONAL APPUCATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT)

(51) Internatioiia] Patent ClassificatioD ^ ;

E04F 1S/Q2, 15/14, 13/08 Al
(11) International PubUcation Number: WO 9^7719

(43) Internationa] Publication Date: 12 September 1996 (12.09.96)

(21) Intemational AppUcation Number: PCT/SE96/00291

(22) International Filing Date: 7 March 1996 (07.03.96)

(30) Priority Data:

9500809^ 7 March 1995 (07.03.95) SE

(71) Applicant {for all designated States except US): PERSTORP
FLOORING AB [SE/SE]; Strandridaiegatan 8, S-231 25
lYelleborg (SE).

(72) Inventor; and
(75) Invent<H*/Applicant (for US onfyy. mARTENSSON^ GOnm

[SE/SE]; Vallby 878, S-231 97 Klagstoip (SE).

(74) Agent: STENBERG, Yngvc; Perstoip AB, S-284 80 Pcrstorp

(SE).

(81) Designated States: AM, AT, AU, BB, BG. BR, BY, CA, CH,
CT^, CZ, DE, DK, EE, ES, R. GB, GE. HU, IS, JP. ICE,

KG, KP, KR, KZ, LK, LR, LT, LU. LV. MD. MG, MN,
MW, MX. NO, NZ, PL, PT, RO. RU, SD, SE, SG, SI, SK,
TI. TM, TT, UA, UG, US, UZ, VN, ARIPO patent (KE,
LS, MW, SD, SZ, UG). Euit^)can patent (AT, BE, CH, DE,
DK, ES, n. PR. GB, GR, IE, FT, LU, MC. NL, PT, SE).
OAPI patent (BP. BJ. CF, CG. CI, CM. GA. GN, ML, MR,
NE, SN, TD, TG).

Published

With international search report.

Before the expiration of the time limit for amending the
claims and to be republished in the event of the receipt of
amendments.

(54)TiUe: FLOORING PANEL OR WALL PANEL

(57) Abstract

Flooring panel or wall panel provided with a locking means in the fonn of a groove (6) and a tongue (7) fitting in the groove (6)
whereby a tongue/groove joint for assembling of the panels is fomwxi. Tht under side of the groove (6) consists of a ledge (10) fixed to
the under side (8) the panel and protruding in respect of the upper side (9) of the panel. The ledge (10) is in its outer part provided with
an upwards directed ed^ (11). The panel (I) is along die adjacent sides (2, 4) provided with a tongue (7), parallely to these sides (2, 4)<m the under side fumishcd with a groove (12) having such a size and such a distance from these sides diat die groove (12) widi a rather
close fitting can receive the upwards directed edge (11) of the ledge (10) on a connecting panel (I). TTie ledge (10) and die groove (12)
are furnished widi complementary locking means for locking die edge (1 1) In die groove (12), whereby die panels are fixed to each other
and prevented from unintentional separation.
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FLOORING PANEL OR WALL PANEL

The present invention relates to a flooring panel or wall panel, preferably of ther-

mosetting laminate having two pairs of opposite parallel side edges, two of these

side edges being provided with a locking means in the form of a groove and the

other two with a tongue fitting in the groove, whereby a tongue/groove joint for

assembling of the panels is formed.

During the last few years laminated floors have achieved and increased popularity

and on many markets they are beginning to replace parquet floors and wall-to-wall

carpets. At the production of laminated floors a decorative thermosetting laminate

is first produced. This laminate usually consists of a base layer of paper sheets

impregnated with phenol-formaldehyde resin and a decorative surface layer consis-

ting of a decor paper sheet impregnated with melamine-formaldehyde resin. The

laminate is produced by pressing the different layers at a high pressure and an in-

creased temperature.

The laminate obtained is then glued to a carrier of particle board for instance or

used as such without any carrier and it is then called compact laminate. The lami-

nated panel thus produced is then sawn up to a number of floor boards which are

provided with groove and tongue at the long sides and the short sides. Often the

floor boards produced have a thickness of about 7 mm, a length of 120 cm and a

width of about 20 cm. Thereby they can usually be put on top of an existing floo-

ring material at a renovation. According to another alternative, instead one or mo-

re of the above decorative sheets can be laminated directly towards a base sheet of

particle board for instance.

At the assemblage of such a flooring, glue is normally applied in the groove when
the floor boards are assembled. Therefore, it will be difficult to change a damaged
board or to remove a whole flooring and for instance install it in another room.

To avoid the above problem efforts have been made to achieve floor boards which

can be assembled without glue and in spite of that give stable floorings where the

floor boards are safely fixed to each other in the joints.

This is a difficult problem especially since you have to consider that the underlayer

for the floor boards is not always straight and plain.

In addition you must have in mind that a flooring construction which solves the

above problems should not be too technically complicated and/or too expensive.
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Constructions with double sided adhesive tape are not acceptable either since the

adhesion will stop when the glue is aged

According to the present invention it has been possible to solve the above problem

and bring about a flooring panel or wall panel, preferably of thermosetting lamina-

te having two pairs of opposite parallel side edges, two of these adjacent side ed-

ges being provided with a locking means in the form of a groove and the other two

with a tongue fitting in the groove, whereby a tongue/groove joint for assembling

of the panels is formed.

The panel is characterized in that the under side of the groove consists of a ledge

fixed to the under side of the panel and protruding in respect of the upper side of

the panel. The ledge is in its outer part provided with an upwards directed edge.

' The panel is along the two adjacent sides provided with a tongue, parallelly to

these sides on the under side furnished with a groove having such a size and such

a distance from these sides that the groove with a rather close fitting can receive

the upwards directed edge of the ledge on a connecting panel. The ledge and the

groove are furnished with complementary locking means for locking the edge in

the groove, whereby the panels are fixed to each other and prevented from unin-

tentional separation.

According to one preferred embodiment of the invention the complementary lock-

ing means consist of a snapping web and a cooperating snapping groove, prefe-

rably provided with undercut edges.

Preferably the snapping groove runs parallely with the long side of the ledge and is

formed in the upwards directed edge of the ledge.

Suitably the snapping web is fixed in the bottom of the groove in such a manner

that it is directed downwards or makes a downwards directed integrated part of a

ledge arranged in the groove.

The snapping groove preferably runs along the whole length of the two adjacent

sides of the panel mentioned above and the snapping web has preferably the same

length as the snapping groove. The snapping web can be divided in two or more

shorter parts possibly in the form of separate snapping heads.

According to another embodiment of the invention the complementary locking me-

ans consist of springs, snapping webs or the like arranged at least along one of the

vertical edges of the groove. These springs, snapping webs or the like will press

against at least one side of the upwards directed edge.
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Suitably the upwards directed edge is broadest at the top, furnished with indenta-

tions along the side edges or designed in another way which makes it possible for

the springs, the snapping webs or the like to lock the upwards directed edge when

it is inserted into the groove.

It is suitable that the ledge on the under side of the panel is arranged in a recess

whereby the under side of the ledge and the rest of the under side of the panel will

be flush with each other. The ledge is then usually glued to the under side of the

panel.

Normally at least one of the ledge and the snapping web is made of an elastic ma-

terial such as plastic, rubber or the like. In this way a good snap-together function

can be secured. For instance the other part can be made of aluminium. Alternative-

ly, both parts are made of the above mentioned elastic material.

As mentioned above the panel can consist of a thermosetting laminate glued to a

carrier or base of particle board, or solely of a compact thermosetting laminate

without any carrier. In addition to these materials the panel can be made of a wa-

ter resistant or hon water absorbing base with a surface layer consisting of paint, a

thermoplastic foil, a paper sheet impregnated with thermosetting resin or of a ther-

mosetting laminate. One suitable base of this kind is a board produced by pressing

wood particles or wood chips with a thermoplastic, preferably at an increased

temperature.

The invention will be explained further in connection with the enclosed figures of

which figure 1 schematically from above shows one embodiment of a panel accor-

ding to the invention. Figure 2 shows the same panel from below. Figure 3 illustra-

tes a cross section through one embodiment of a flooring panel or wall panel whe-

re two such panels are to be assembled. Figure 4 shows a cross section through

another embodiment of a flooring panel or wall panel where two such panels have

been assembled.

The panel 1 has two opposite parallel short sides 2, 3 (figures I and 2) and two

opposite parallel long sides 4, 5 (figures 1 and 2). However, the panel can be

square instead of rectangular. One long side S and one short side 3 are provided

with a groove 6 (figure 3) and the remaining sides 2, 4 are provided with a tongue

7 (figure 3).

The under side of the groove 6 consists of a ledge 10 fixed to the under side 8 of

the panel 1 (figures 3 and 4) by glue or the like. The ledge 10 protrudes from the

panel as compared to the upper side 9 of the panel. In its outer part the ledge 10

has an upwards directed edge 1 1

.
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On the under side the panel 1 has a groove 12 along the sides 2 and 4 which have

a tongue 7. The groove is arranged parallelly to these sides. The size of the

grooves 12 and their distance from the sides 2 and 4 respectively are adapted in

such a manner that the grooves 12 can receive the upwards directed edge 1 1 of the

ledge 10 of a connecting panel 1 with a rather close fitting. The ledge 10 and the

groove 12 are provided with complementary locking means for locking the ledge

11 in the groove 12. The panels 1 are thereby fixed to each other and prevented

from unintentional separation.

At the embodiment shown on figure 3 one part of the complementary locking me-

ans consists of a downwards directed snapping web 13 constituting an integrated

part of a ledge 15 fixed by glue for instance in the groove 12. Another cooperating

part of the complementary locking means is a snapping groove 14 in the upwards

directed edge 1 1

.

At the assemblage of the panels 1 to a floor covering the panels are suitably as-

sembled row by row. Then the tongue 7 of one panel 1 is inserted into the groove

6 of a previously installed panel 1. The panel which is inserted is suitably lifted up

a bit as shown in figure 3. When the tongue 7 has reached its place in the groove 6

the snapping web 13 is pushed down into the snapping groove 14. The groove/ton-

gue joint and the snapping web 13 in the groove 14 then prevent the flooring pa-

nels from releasing from each other vertically. The snap-together joint 13, 14 as-

sists in preventing the flooring panels from separating horizontally. Since the edge

1 1 will be in engagement with the groove 12 the panels will be prevented from ho-

rizontal separation by these parts too.

The snapping groove 14 is suitably formed with undercut edges while the snapping

web 13 has a complementary cross section The groove 14 runs along the whole

long side 5 and the short side 3 respectively of the panel 1. The snapping web 13

has the same length as the groove 14.

The ledge 10 is made of aluminium and glued in a recess on the under side of the

panel 1. As shown on figure 3 the recess for the ledge 10 has such a dimension

that the under side of the ledge 10 will be flush with the rest of the under side of

the panel 1

.

At a disassembly of the flooring panels you suitably go in the opposite direction as

compared to the assembly. Thus, you lift up the finally assembled row, panel by

panel so that the snapping webs 13 are released from the groove 14 and the tongue

7 can be pulled out of the groove 6
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At the second embodiment illustrated on figure 4 the complementary locking me-

ans consist of longitudinal outer surfaces 18 on the upwards directed edge 11 and

springs, snapping webs or the like 16 arranged along at least one of the vertical

edges 17 of the groove 12.

The springs, the snapping webs or the like 16 will press against the outer surfaces

18 and lock the edge 1 1 in the groove 12. To bring about a good locking of the

edge 11 it is broadest at the top and inclines inwards. In this way the parts 16 get

a good grip against the inclined sides 18.

At this embodiment one end of the ledge 10 has been designed with about the sa-

me thickness as the edge 11 in the other end. However, this is not necessary The

ledge 10 can have an even thickness in the same way as at the embodiment shown

in figure 3.

The flooring or wall panels according to figure 4 can be assembled and disas-

sembled in the same way as disclosed above in respect of the embodiment shown

on figure 3

.

According to both embodiments above a solid flooring is obtained where the floor

panels can be assembled without glue and in spite of that are firmly fixed to each

other in the joints.

The invention is not limited to the embodiments shown since these can be modified

in different ways within the scope of the invention.
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Claims

1 Flooring panel or wall panel, preferably of thermosetting laminate having two

pairs of opposite parallel side edges (2, 3 and 4, 5 respectively), two of these

side edges (3 and 5) being provided with a locking means in the form of a

groove (6) and the other two (2, 4) with a tongue (7) fitting in the groove (6).

whereby a tongue/groove joint for assembling of the panels is formed

characterized in that the under side of the groove (6) consists of a

ledge (10) fixed to the under side (8) of the panel and protruding in respect of

the upper side (9) of the panel, which ledge (10) in its outer part is provided

with an upwards directed edge (11), that the panel (1) along the adjactent sides

(2, 4) provided with an tongue (7), parallelly to these sides (2, 4) on the under

side is furnished with a groove (12) having such a size and such a distance

from these sides that the groove (12) with a rather close fitting can receive the

upwards directed edge (11) of the ledge (10) on a connecting panel (1). that

the ledge (10) and the groove (12) are furnished with complementary locking

means for locking the edge (1 1) in the groove (12). whereby the panels are fix-

ed to each other and prevented from unintentional separation.

2. Panel according to claim 1. characterized in that the complementary

locking means consist of a snapping web (13) and a cooperating snapping

groove (14) preferably provided with undercut edges.

3. Panel according to claim lor2, characterized in that the groove

(14) runs parallelly with the long side of the ledge (10) and that it is formed in

the upwards directed edge (11) of the ledge (10).

4. Panel according to any one of claims 1-3, characterized in that the

snapping web (13) is fixed in the bottom of the groove (12) in such a manner

that it is directed downwards or makes a downwards directed integrated part of

a ledge (15) arranged in the groove (12).

5. Panel according to any one of claims 1-4. characterized in that the

snapping groove (14) preferably runs along the whole length of the sides (5)

and (3) respectively and that the snapping web (13) preferably has the same

length as the groove (14).

6. Panel according to any one of claims 1-5, characterized in that the

snapping web (13) is divided in two or more shorter parts.
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7. Panel according to claim lor2, characterized in that the comple-

mentary locking means consist of springs, snapping webs or the like (16) ar-

ranged along at least one of the vertical edges (17) of the groove (12), which

springs, snapping webs or the like (16) press against at least one side (18) of

the upwards directed edge (11).

8. Panel according to claim 7, characterized in that the upwards direc-

ted edge (11) is broadest at the top, provided with indentations along the side

edges or designed in another way which makes it possible for the springs, the

snapping webs or the like (16) to lock the edge (11) when it is inserted into the

groove (12).

9. Panel according to any one of claims 1-8, characterized in that the

ledge (10) is fixed in a recess on the under side (8) of the panel, whereby the

under side of the ledge (10) and the rest of the under side of the panel are flush

with each other.

10. Panel according to any one of claims 1*9, characterized in that at

least one of the ledge (10) and the snapping web (13) is made of an elastic ma-

terial such as plastics, rubber or the like.

11. Panel according to any one of claims 1-10, characterized in that the

panel is made of thermosetting laminate of so-called compact laminate type or

of a water resistant or non water absorbing base with a surface layer consisting

of paint, a thermoplastic foil, a paper sheet impregnated with thermosetting re-

sin or of a thermosetting laminat.

12. Panel according to claim 11, characterized in that the base under

the surface layer consists of a board produced by pressing wood particles or

wood chips with a thermoplastic.
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